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LED Twinspot
X-TSL

X-TSL Options
NM Non-Maintained

Standard output 1760 Lm

NM/HO Non-Maintained 
High Outout 3200 Lm
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	9 Independently adjustable heads
	9 3 Hour emergency output
	9 Multiple mounting orientations
	9 IP42 
	9 Polycarbonate enclosure
	9 Test switch

This X-TSL Twin spot provides a long lasting 
solution to emergency lighting in high and 
expansive areas. This luminaire delivers efficiency, 
flexibility and excellent performance.
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 X-TSL Specs High Output Standard

OPERATION VOLTAGE 220-240V AC/50-60Hz

MAXIMUM POWER 
CONSUMPTION

13.3W/14VA 12.6W/13.1VA

BATTERY (Pb) 2 x 12V/7Ah 12V/7Ah

CHARGING TIME < 24h

INDICATIONS - CONTROLS Power indicator, battery charge indicator, 
TEST button

BATTERY PROTECTION From overcharge and deep discharge

MINIMUM AUTONOMOUS 
DURATION

180 min

DEGREES OF COVER 
PROTECTION

IP42

PRODUCED IN ACCORDANCE 
WITH

EN 60598-1, EN 60598-2-22, ΕΝ 55015, ΕΝ 
61547, ΕΝ 61000-3-2, ΕΝ 61000-3-3

EMERGENCY ILLUMINATION 3200lm 1760lm

OPERATION TEMPERATURE 
RANGE

5 to 40°C

RELATIVE HUMIDITY Up to 95%

EXTERNAL DIMENSIONS 302 x 94 x 350 mm

CONSTRUCTION MATERIALS ABS/PC, PC

TYPICAL WEIGHT 6781gr 3658gr

3200 lm

1760 lm


